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Pole Data
Pole
Extension . - Min Q0D
Type Height "H Thickness
BASE TOP
Type 5 5'-0" 65" 6" 0.1793"
Type 10 10'-0" V" 6" 0.1793"
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Tapered steel pole, -
See TABLE I
o
Existing truss See "Detail A" ——v \\ T
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Furnish shims 0.012" thick
A and 0.036" thick. Shim shall
= be fabricated brass shim

stock or galvanized steel.
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SHIM DETAIL

Exist upper chord plate
2" Min clear Typ \
to any edge ,i‘, _
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Exist 2" @ hole, ‘

chase edge of hole

Truss axis
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Drill and tap thru chord plate
| for 1" @ HS cap screws
, Total 4 holes equally spaced.

€ Exist post

Handhole
4" x 6"

UPPER CHORD PLATE @

1"-8NC-2'/4" Long HS Cap screws
Shim as required to plumb pole.

Caulk around base plate after
erection for rain tight joint

GENERAL NOTES:

SPECIFICATIONS

AASHTO Standard specifications for structural supports for
highway signs, luminaires and traffic signals, dated 2001

80 mph AASHTO

48,000 psi tapered steel tube (pole)
36,000 psi unless otherwise noted

1. The Contractor shall verify all controlling field dimensions before

ordering or fabricating any material.

2. All steel shall be galvanized after fabrication.

3. Bolt hole locations may vary at the discretion of the Engineer.

1772$ Design :

£ h i \‘ Exist upper chord plate

? L LOADING

= I Exist upper collar Wind Loadings :
‘ ‘ UNIT STRESSES

‘ Structural Steel: fy

- NOTES:
DETAIL A

o 1" Plate
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2 Truss axis
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16" 8 Hole for 1" @
HS cap screws, total 4

SECTION K-K

STATE OF CALIFORNIA
DEPARTMENT QOF TRANSPORTATION

ELECTRICAL SYSTEMS
(LIGHTING STANDARD
TYPES 5 AND 10
OVERHEAD SIGN MOUNTED)
NO SCALE
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